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Ultra Finish 
Floor Finish

-

Directions for Use

Safety Reminder
Consult Product Label and Safety Data Sheet (SDS) before use. Prior to 
using this or any cleaning product, make sure employees read and 
understand the hazard information found on the product label and  
Safety Data Sheet (SDS). The label and SDS will also provide information
on handling precautions, protective equipment and first aid instructions 
which might be appropriate for this product.  

ULTRA FINISH is a metal cross-linked acrylic floor finish that meets 
today’s demands for a fast drying, high gloss and low maintenance 
finish. This product combines toughness and durability with superior 
wet gloss look. ULTRA FINISH is formulated to be buffed once a week 
or less. It is ideally suited for schools and institutions. Excellent 
leveling plus easily maintained to an extended service life with 
cleaners and buffing compounds. For use on vinyl tile, linoleum, 
terrazzo and quarry tile.  

PREPARATION: If stripping is necessary, use a high quality product 
and follow directions accordingly. If floor is in good condition and 
stripping is not necessary, sweep up excess dirt and dust then clean 
with a good quality cleaner to remove dirt and oils. Follow up with a 
thorough cleaning and allowto completely dry.

FINISHING: Spread a liberal coat of finish evenly across the floor with 
a clean mop or applicator. Allow each coat to dry at least 30 minutes 
before applying the next coat. Apply two or three coats to establish a 
sound base coating.

MAINTENANCE: The floor may be maintained by using a quality floor 
cleaner and damp mopping on a regular basis. Spray buffing or 
mop-on restoring may also be done after sweeping up loose dirt and 
dust.

Appearance   
  

Type
pH                      
Non-volatile solids
Leveling
Slip Resistance 
Dry/Recoat Time
Removability
Coverage (Internal)
Detergent Resistance 
Soil Resistance  

White Milky Liquid   
Mild Odor   

 
8.0-8.5   

Excellent 
Up to 3000 ft2/gal 

Odor   

                                                            

                                              
                            

Modified Acrylic   

25.0   
Excellent 

>0.50 COF 

Excellent 

30 minutes min.   
Excellent 


